






















Compatible Diesel Generator

Rated Power

Rated Voltage

Rated Frequency

≤125 KW

400-480 v

50 / 60 Hz

Certificates EN50549,NRS 097, C10/11,VDE4105, G99, IEC61000, IEC62477

( 2,400 mm)

(1,100 mm)
(1,400 mm)

(2.6T)

TIDE POWER
TP250BESS System 

[1] Depends on the output power of the battery system.
All pictures shown are for reference only and data are based on TIDE POWER standard test procedures. Actual performance may vary according to local conditions. Only authorized personnel 
are allowed to operate or make adjustments to the batteries. We reserve the right to make revisions as well as product alterations and improvements at any time without prior notice.
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Technical Specifications

BESS SPECIFICATIONBESS SPECIFICATION
All in One Series

Distributed Air Cooled BESS System

AC Output

Model

AC Voltage Range

Frequency Range

Stored Battery Power

Invertor Rated Power

Continuous Power @25ºC

Maximum Feed Through Current 

TP250BESS

230-400VAC +/-2%

50Hz +/-0.5%

261kWh

125kW

125kW

3*225A

Battery

Charging & Discharging Cycle Efficiency

Cellular specification

Usable Capacity

Norminal Output

Norminal Voltage

Efficiency

Battery Managment System

Active Balancing System

Voltage Range

Communication Interfaces

Life Span Cycle

Weight

Dimension(mm)

0.5

314Ah 51.2V

16kWh

8kW

51.2VDC

95%

Yes

Yes

48.8-57.6V

RS485/CAN

5000（+25℃，0.5C）

103±1.5kg

753.1(L)*476.0(W)*230.0(H)

AC Output - Invertor

AC Voltage Range

Input Frequency 

Maximum Feed Through Current

Weight

Dimension(mm)

600-1000VDC

50Hz/60Hz±2.5Hz

3*225A

50kg

520(W)*186(H)*680(L)

Connections

Input

Output

1*250A Plastic shell breaker

1*63A(3 phases)

2*125A(3 phases) 

Dimension(mm)

Weight

General Data

1100*1400*2400

2.6T
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TIDE POWER
TP260BESS 

TP Industral and Commercial  energy storage series

261kWh



Compatible Diesel Generator

Rated Power

Rated Voltage

Rated Frequency

≤175 KW

400-480 v

50 / 60 Hz

Certificates EN50549, VDE4105, G99, IEC61000, IEC62477

Distributed Air Cooled BESS System

AC Output

Model

AC Voltage Range

Frequency Range

Stored Battery Power

Invertor Rated Power

Continuous Power @25ºC

Maximum Feed Through Current 

TP350BESS

230-400VAC +/-2%

50Hz +/-0.5%

366kWh

125kW

125kW

3*225A

Battery

Charging & Discharging Cycle Efficiency

Cellular specification

Usable Capacity

Norminal Output

Norminal Voltage

Efficiency

Battery Managment System

Active Balancing System

Voltage Range

Communication Interfaces

Life Span Cycle

Weight

Dimension(mm)

0.5

314Ah 51.2V

16kWh

8kW

51.2VDC

95%

Yes

Yes

48.8-57.6V

RS485/CAN

5000（+25℃，0.5C）

103±1.5kg

753.1(L)*476.0(W)*230.0(H)

AC Output - Invertor

AC Voltage Range

Input Frequency 

Maximum Feed Through Current(A)

Weight

Dimension(mm)

1000-1500VDC

50Hz/60Hz±2.5Hz

3*225A

115kg

750(W)*275(H)*820(D)

Connections

Input

Output

1*315A Plastic shell breaker

2*63A(3 phases) 

2*125A(3 phases) 

Dimension(mm)

Weight

General Data

10-Feet Containers

4T

(4T)

TIDE POWER
TP350BESS System 
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[1] Depends on the output power of the battery system.
All pictures shown are for reference only and data are based on TIDE POWER standard test procedures. Actual performance may vary according to local conditions. Only authorized personnel 
are allowed to operate or make adjustments to the batteries. We reserve the right to make revisions as well as product alterations and improvements at any time without prior notice.
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Technical Specifications

BESS SPECIFICATIONBESS SPECIFICATION
All in One Series





Compatible Diesel Generator

Rated Power

Rated Voltage

Rated Frequency

≤250 KW

400-480 v

50 / 60 Hz

Model

Stored Battery Power

Distributed Air Cooled BESS System

TP500BESS

522kWh

Cell Type 

Pack Capacity 

Pack Rated Voltage 

Cyclic Life 

Battery Voltage of Rack 

Connection of Rack

Battery

LFP(LiFePO4) 

52.25kWh 

166.4VDC 

8000(0.5C@90%DOD) 

832VDC 

5S4P

Dimension(mm)

Weight

General Data

10-Feet Containers

9T

Display and Monitor

Function

EMS

Local screen

Energy management and coordinated control of energy storage system

(9T)

TIDE POWER
TP500BESS System 

[1] Depends on the output power of the battery system.
All pictures shown are for reference only and data are based on TIDE POWER standard test procedures. Actual performance may vary according to local conditions. Only authorized personnel 
are allowed to operate or make adjustments to the batteries. We reserve the right to make revisions as well as product alterations and improvements at any time without prior notice.
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Technical Specifications

BESS SPECIFICATIONBESS SPECIFICATION
All in One Series

Max. Current (AC) 

Max. Output Power 

Rated Output Power 

AC Input Voltage Range 

Rated Frequency Range 

PF 

AC Connection 

Max. Efficiency 

Transformer 

Communication 

Grid-tied Certificates 

Safety & EMC Certificates

PCS

728A 

600kW 

500kW 

380-415Vac 

50/60Hz(±2.5Hz) 

1 lagging-1 leading 

3W+N+PE 

99% 

NA 

CAN/RS485 

EN50549,NRS 097, C10/11,VDE4105, G99 

IEC61000, IEC62477

10-Feet Containers



Compatible Diesel Generator

Rated Power

Rated Voltage

Rated Frequency

≤300 KW

400-480 v

50 / 60 Hz

Model

Stored Battery Power

Distributed Air Cooled BESS System

TP600BESS

627kWh

Dimension(mm)

Weight

General Data

10-Feet Containers

10T

(10T)

TIDE POWER
TP600BESS System 

[1] Depends on the output power of the battery system.
All pictures shown are for reference only and data are based on TIDE POWER standard test procedures. Actual performance may vary according to local conditions. Only authorized personnel 
are allowed to operate or make adjustments to the batteries. We reserve the right to make revisions as well as product alterations and improvements at any time without prior notice.
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Technical Specifications

BESS SPECIFICATIONBESS SPECIFICATION
All in One Series

Cell Type 

Pack Capacity 

Pack Rated Voltage 

Cyclic Life 

Battery Voltage of Rack 

Connection of Rack

Battery

LFP(LiFePO4) 

52.25kWh 

166.4VDC 

8000(0.5C@90%DOD) 

832VDC 

5S4P

Display and Monitor

Function

EMS

Local screen

Energy management and coordinated control of energy storage system

Max. Current (AC) 

Max. Output Power 

Rated Output Power 

AC Input Voltage Range 

Rated Frequency Range 

PF 

AC Connection 

Max. Efficiency 

Transformer 

Communication 

Grid-tied Certificates 

Safety & EMC Certificates

PCS

728A 

600kW 

500kW 

380-415Vac 

50/60Hz(±2.5Hz) 

1 lagging-1 leading 

3W+N+PE 

99% 

NA 

CAN/RS485 

EN50549,NRS 097, C10/11,VDE4105, G99 

IEC61000, IEC62477

10-Feet Containers



Compatible Diesel Generator

Rated Power

Rated Voltage

Rated Frequency

≤500 KW

400-480 v

50 / 60 Hz

Model

Stored Battery Power

Distributed Air Cooled BESS System

TP1000BESS

1044kWh

Rated Output Power@25℃

Rated Output Voltage

Battery Storage Capacity

Operating Temperature Range

Max altitude

Cell Type 

Pack Model 

Pack Capacity 

Pack Rated Voltage 

Cyclic Life 

Charger/Discharge Current 

Battery Voltage of Rack 

Connection of Pack

Battery

500kW

400V@50Hz,3ph

1003.5kWh

-20~50℃(> 45℃ derating)

3000m(> 2000m derating)

LFP(LiFePO
4) 

MF51280 

14.336kWh 

51.2VDC 

6000(0.5C@90%DOD) 

140A(0.5C) 

716.8VDC 

14S5P

Dimension(mm)

Weight

General Data

20’GP

18T

Battery Voltage Range 

Max. Current (AC) 

Max. Output Power 

Rated Output Power 

Rated Voltage 

Rated Frequency Range 

PF 

AC Connection 

Max. Efficiency 

Transformer 

Communication 

Certificates

PCS

600-900VDC 

794A 

550kW 

500kW 

400Vac 

50/60Hz(±2.5Hz) 

1 lagging-1 leading 

3W+N+PE 

98.2% 

Optional 

CAN/RS485/Ethernet/WIFI 

CE LVD IEC 62477, CE EMC IEC 61000

(18T)

TIDE POWER
TP1000BESS System 

[1] Depends on the output power of the battery system.
All pictures shown are for reference only and data are based on TIDE POWER standard test procedures. Actual performance may vary according to local conditions. Only authorized personnel 
are allowed to operate or make adjustments to the batteries. We reserve the right to make revisions as well as product alterations and improvements at any time without prior notice.
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Technical Specifications

BESS SPECIFICATIONBESS SPECIFICATION
All in One Series

20’GP



Compatible Diesel Generator

Rated Power

Rated Voltage

Rated Frequency

≤725 KW

400-480 v

50 / 60 Hz

Battery Voltage Range 

Max. Current (AC) 

Max. Output Power 

Rated Output Power 

Rated Voltage 

Rated Frequency Range 

PF 

AC Connection 

Max. Efficiency 

Transformer 

Communication 

Certificates

PCS

600-900VDC 

794A 

550kW 

500kW 

400Vac 

50/60Hz(±2.5Hz) 

1 lagging-1 leading 

3W+N+PE 

98.2% 

Optional 

CAN/RS485/Ethernet/WIFI 

CE LVD IEC 62477, CE EMC IEC 61000

[1] Depends on the output power of the battery system.
All pictures shown are for reference only and data are based on TIDE POWER standard test procedures. Actual performance may vary according to local conditions. Only authorized personnel 
are allowed to operate or make adjustments to the batteries. We reserve the right to make revisions as well as product alterations and improvements at any time without prior notice.
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Technical Specifications

TIDE POWER
TP1500BESS System

(25.3T)

33

40’GP

BESS SPECIFICATIONBESS SPECIFICATION
All in One Series

Distributed Air Cooled BESS System

Model

Stored Battery Power

TP1500BESS

1520kWh

Battery

Rated Output Power@25℃

Rated Output Voltage

Battery Storage Capacity

Operating Temperature Range

Max altitude

Cell Type 

Pack Model 

Pack Capacity 

Pack Rated Voltage 

Cyclic Life 

Charger/Discharge Current 

Battery Voltage of Rack 

Connection of Pack

500kW

400V@50Hz,3ph

1505.28kWh

-20~50℃(> 45℃ derating)

3000m(> 2000m derating)

LFP(LiFePO
4) 

MF51280 

14.336kWh 

51.2VDC 

6000(0.5C@90%DOD) 

140A(0.5C) 

768VDC

15S7P

Dimension(mm)

Weight

General Data

40’GP

25.3t



Compatible Diesel Generator

Rated Power

Rated Voltage

Rated Frequency

≤1000 KW

400-480 v

50 / 60 Hz

TIDE POWER
TP2000BESS System

Battery Voltage Range 

Max. Current (AC) 

Max. Output Power 

Rated Output Power 

Rated Voltage 

Rated Frequency Range 

PF 

AC Connection 

Max. Efficiency 

Transformer 

Communication 

Certificates

PCS

600-900VDC 

794A 

1100kW

1000kW

400Vac 

50/60Hz(±2.5Hz) 

1 lagging-1 leading 

3W+N+PE 

98.2% 

Optional 

CAN/RS485/Ethernet/WIFI 

CE LVD IEC 62477, CE EMC IEC 61000

(30T)
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40’GP

[1] Depends on the output power of the battery system.
All pictures shown are for reference only and data are based on TIDE POWER standard test procedures. Actual performance may vary according to local conditions. Only authorized personnel 
are allowed to operate or make adjustments to the batteries. We reserve the right to make revisions as well as product alterations and improvements at any time without prior notice.
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Technical Specifications

BESS SPECIFICATIONBESS SPECIFICATION
All in One Series

Distributed Air Cooled BESS System

Model

Stored Battery Power

TP2000BESS

2280kWh

Battery

Rated Output Power@25℃

Rated Output Voltage

Battery Storage Capacity

Operating Temperature Range

Max altitude

Cell Type 

Pack Model 

Pack Capacity 

Pack Rated Voltage 

Cyclic Life 

Charger/Discharge Current 

Battery Voltage of Rack 

Connection of Pack

1000kW

400V@50Hz,3ph

2007.04kWh

-20~50℃(> 45℃ derating)

3000m(> 2000m derating)

LFP(LiFePO
4) 

MF51280 

14.336kWh 

51.2VDC 

6000(0.5C@90%DOD) 

140A(0.5C) 

716.8VDC

14S10P

Dimension(mm)

Weight

General Data

40’GP

30T



Compatible Diesel Generator

Rated Power

Rated Voltage

Rated Frequency

≤2500 KW

400-480 v

50 / 60 Hz

TIDE POWER
TP5000BESS System

40’GP

(44T)
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[1] Depends on the output power of the battery system.
All pictures shown are for reference only and data are based on TIDE POWER standard test procedures. Actual performance may vary according to local conditions. Only authorized personnel 
are allowed to operate or make adjustments to the batteries. We reserve the right to make revisions as well as product alterations and improvements at any time without prior notice.
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Technical Specifications

BESS SPECIFICATIONBESS SPECIFICATION
All in One Series

Distributed Air Cooled BESS System

Model

Stored Battery Power

TP5000BESS

5015kWh 

Battery

Battery Stack

Rated Voltage

DC Voltage Range

Charge/Discharge Rate

Protection Class

Loading Capacity    |      20’GP

Discharge Temperature Range

Humidity

Max Altitude

Dimension(mm)

Cell Type 

Cell Capacity 

Pack Capacity 

Pack Rated Voltage 

Cyclic Life 

Battery Voltage of Rack 

Rack Capacity 

Connection of Pack

12*1P416S

1331.2VDC

1164.8VDC~1497.6VDC

0.5P

IP54

1 units

-20~50°C(> 40℃ derating)

0~95%(No Condensation)

≤2000m

2438mm*6058mm*2896mm(ISO 20’HQ)

LFP(LiFePO
4) 

314Ah 

104.5 kWh 

332.8 VDC 

8000 Times(0.5C@80%DOD) 

1331.2 VDC

417.99 kWh

416S1P

Dimension(mm)

Weight

Certificates

General Data

40’GP

44000 kG

CE LVD IEC 62477, CE EMC IEC 61000

Battery Cabin

Liquid-cooled unit

Quantity

Cooling System

Liquid Cooling

60kW

1

Fire Suppressant

DC Side

Sensor

Protection Device

Aerosol (CE)，water inlet valve reserved

Disconnect Switch &Fuse

Smoke,temperature,Gas detector

High-Voltage Box

Quantity

High-Voltage Box

250A/1500V

12
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